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1.

A division, consisting of two regiments, was assigned to Taszar Airfield.
\ | Each regiment consisted of two 25X1
battalions--one for housekeeping, one for tacticel assignments. The housekeeping
troops were broken down into five companies: Motor transport, communications,
supply (finance, commissary, quartermaster), military police and a unit designated
ORGM. Twelve to 1k airmen were assigned to ORGM and their task was to keep the
runwvay cleer of vehicles and pedestrians during flying hours.

Each of the five companies had three platoons of three squads eech.

Three guards patrolled the 1l hardstands south of the entry road and two guards
patrolled the seven hardstands north of the road. One guard patrolled the hangar
area. Guardswere on duty only between 1500 and 0600. Aircraft mechenics report-
ing in the morning signed slips relieving the guards of their responsibilities.
The eastern end of the field from the northest to southeast corner was ungusrded
except for the fence. ’

Signal rockets from the control tower alerted crews. A green flare meant
"attention", a red flare "attack", and a white flare "ell clear".

officers at Taszar: 25X1

8. General Szle - division commander

b. General Jugovics - deputy division commender

e. Lt Col Horvath - regimental commander

d. MsJjor Istvan Lednicki -~ 8525th Bettalion commander

e. Msjor Sandor Borok - 8525th Battalion deputy commander and political

: officer

f. Captain Xovacs = communications company commander and communications
officer

g. Lt Doni Albin = asgistant finance officer

h. Lt Jozsef Meszaros - food service and commissary officer

i. Ceptain Jozsef Reitinger - MP company commander and provost mershal

J. Lt Antal Levai - a platoon leader in an MP company

k. Ceptain Istvan Leki - postal and clessification officer; also personnel
and administrative officer of the 8525 Battalion
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: gtm&tic&l battalion had from 60 to 70 MIG-=15's, 3 0JV's, 25X1
and one TU=2 (bomwber, light). About 130 MIG-1l5's, were permenently

assigned to the field, and sbout 35 MIG-15's from neighboring fields
were ususlly there for repairs or training. Taszar was used for
these purposes becsuse of its excellent landing facilitles.

For night lendings end take-offs, three searchlight trucks went to
the southeast end of the runwdy to provide illuminstion. The
searchlights were about 60 cm in diemeter.

8. Wb_tiignal rocket positions on the leading edge of each MIG-15, o5yq
located between the fuselage and wheel well positions. Four flares

were positioned in each plane's wings - two white, one green and one
red. These flares were non-explosive es we had tossed some into a 25X1
fire to watch them burn. ‘

\ 25X1
classified CONFIDENTIAL, are these attachmentss
i 25X1

1. A three-figure attachment showing:

a. The sppearance of the boundary lights at Taszar

b. A sketeh of the control tower

c. Antlisiriraft position {see point E in legend of

attachment 4)
2. | sketch of the signal rocket positions on oy
the MIG-15's at Taszar.

3. | sketch of the underground fuel installa-  25X1

tion {see point D in legend of attachment 4).

h._ Overlay sketch of Taszar Airfield with the following legend
(a1l distences and dimensions are gpproximations %

A. Officers' keserne: eight hundred meters from SW corner
of the field. The area was 450 meters long, 250 meters
wide and wes surrounded by a cyclone-type fence approxi-
mately two meters high strung between concrete poles 15 cus
squars with & single strend of barbed-wire strung on top
of the posts. One vehicular and one pedestrian gate
(for officers' club use only) were located on the eastern
side of the area.

B. Enlisted men's kaserne. The area was five hundred meters
long and four hundred meters wide enclosed by a eyclone~
type fence two meters high strung between concrete posts
15 cms square with a single strand of barbed-wire strung
on top of the posts.

€. Airfield proper; 25 kilometers wide, four kilometers long
enclosed by a 2% meter barbed-wire fence composed of from
10 to 12 strands of barbed-wire strung between conereteé
posts 15 cms square. .

D. Ammumition storage area: four hundred meters long and
three hundred meters wide end situated approximstely
350 meters from the perimeter road. Two 2-meter
15 strand barbed-wire fences enclosed this area.
The fences were 15 meters from one aenother

E. Antisireraft pesitions: Four 3Tmm MLO30 eutisircraft
ertillerymeces. The gun positions were four meters

/ apart in & semiecircular form. They were connected by
a trench two meters deep and 40 to 50 centimeters wide.
Ammunition wes stored at the easterm end of the positions
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in a dugout five meters long, four meters wide and

six meters deep. It had & flat roof of timbers

20 to 25 centimeters thick and covered with sod and
grass. These positions were opersted by eight men

per gun, with three officers and 32 enlisted men for
each site. Each site had a one=-story briek building
which housed the personnel for that site. The
building wes 20 meters long, six meters wide, seven
meters to the pesk of the gabled roof which was
coversd with flat clay tile. HNumber of rooms unknown.
Each gun position had three to four clips (with an
unknown number of rounds per clip) ready for immediste
use. Each site was notified of alerts by telephone from
the control tower. - -

F. Redar sites: 13 to 2 kilombers due north of the field
and 250 meters WW of the main gate area.

1. Officers' quarters: A two-story brick building 30 meters
. long; 15 meters wide and 10 meters high with a flat-top
brick and concrete constructed roof covered with fine
gravel. Capacity of the guarters was unknown. Some
housed bachelor male officers, some unmarried female

officers and others were family querters.

2. Officers' canteen: A one=-story brick building 15 meters
long, six meters wide and four meters high with a flat-
top brick and concrete roof covered with fine fravel.

3. Officers' club: A one-gtory brick building 40 meters long,
30 meters wide, six meters high with a flat-top brick and
concrete roof covered with fine grgvel.g

4, Infirmery: A two-story brick building 15 to 20 meters long,
gix to eight meters wide and 10 meters high with a flat-top
brick and concrete roof covered with gravel. Infirmary
had 50 to 60 bed capacity. Treatment was limited to
minor illnesses and abrasions. In the event of a serious
illness or injury, the individumsls were transported to
Kaposvar. Two embulances were meintained in a stendby
status for this purpose. Personnel assigned to the
infirmary included four military and four civilian doctors
plus eight enlisted corpsmen and nurses.

5. Guard hougse: A one-story brick building 30 meters long,
six meters wide and four meters high with a flat-top brick
and concrete roof covered with gravel. Provost marshal's
office was located in the west end of this building and
the detention cells in the east end.

6. Bathhouse: A one-gtory brick building 10 meters long,
six meters wide and four meters high with a flat-top
brick and concrete roof covered with gravel. Building
was divided into four equal rooms. Some contained showers
and others bathtubs. This building was used only by
the enlisted men.

T. Administrative offices: A one-story brick building eight
meters long, six meters wide and four meters high with
& hollow gabled roof of wood, covered with composition
shingles. This office housed the 4256th Regiment's
clagsified files. Behind this office wes & cistern
six meters in diameter, of concrete extending 1%;—meters
sbove the ground. An iron door 1.7 meters high and 60
cms wide provided access to the pumping equipment
located just below ground level. A ladder led down
‘to the pump level. Depth and capacity of cistern unknowm.
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Enlisted men's mess hall and canteen: A one-story
brick L-shaped building 35 to U0 meters long,

20 to 22 meters wide and six meters high (dimensions
of the mess hall)

Enlisted men's barracks: A two-story brick building
30 meters long, eight meters wide, 10 meters high
with flat-top brick and concrete roof covered with
gravel. Capacity was 250.

Same as 9.

Officers' mess hall: A one=-story brick building
20 meters long, eight meters wide, four meters high
with a flat-top brick and conrete constructed roof
covered with gravel. This mess hall was provided
for transient officers who received chits to pay
for their mesals.

Maintenance and engineering office (aircraft): A
one=story brick building 10 meters long, five
meters wide, four meters high with a small gsbled
roof of wood with composition shingle covering.
This building housed the files of the tacticeal
regiment.

Quertermaster warehouse and finance office: A one-
story brick building 20 meters long, six meters wide,
four meters high with & flat-top brick and eonecrate
constructed roof covered with gravel. Finance
office was located in the north quarter of the
building. .

AVO offices: A one-sbory brick building 12 meters
long, six meters wide, four meters high with a
flat-top brick and concrete roof covered with
gravel. This building housed & "Dosetaly” detach-
ment of AVO cénsisting of 30 officers and eight
enlisted men. Two of the officers lived in the
building. All the enlisted men were billeted here
&lso.

Division sdministrative offices: A two-story brick
building 15 meters long, 12 meters wide, 10 meters
high with a flat-top roof of brick and concrete
construction covered with gravel. This building’
housed the base and regimental commenders' admn-
istrative offices.

Same as 9. ~

Gate guard shack: A one-story concrete building
five meters long, two meters wide, four meters high
with & flat-top concrete recof. Three persomnel were
essigned duty at this post.

25X1

Motor pool snd garage: A one-story brick (Sis) building

16 meters long, six meters wide, four meters high
with a flat-top concrete roof. Fifty people were
assigned duty in this building. Trucks and staff
cars were geraged here. Three people were assigned
night duty. )

CoQolaF=I«DeBeNaT=I-A<L

Approved For Release 2008/08/04 : CIA-RDP80T00246A000601320001-8




Approved For Release 2008/08/04 : CIA-RDP80T00246A000601320001-8

. .

T C-0-N-FoI-D-E-N-T-I-A-L .,
5= 25X1

19. Firehouse: Same construction and type as 18.
Four vehicles were assigned to the bullding.

20. POL storage ares: Two separate areas, enclosed
by a 14 to 15 strand barbed-wire fence strung
between concrete posts 15 ems square and located
approximately 20 meters from ali sides of the
storage tanks. A concrete road was provided inside
of each storage ares for use of POL trucks. A
railroad spur was locsted eight to 10 meters NE
of the electrie pumphouses (23) of both storage
areas. .

21. Parachute storages; Seme construction as 5. Eight
men on duty.

22. Quard towers: An open box-type wood construction,
two meters square situsted on four wooden posts six
meters high. Two such towers, one per POL storage
area. A 2h-hour gusrd was posted at each of these
towers.

23. Electrie fuel pumphouse: A concrete building five
meters long, four meters wide, four meters high with
‘a flat-top councr &te constructed roof. The building
houséd en electric motor and two five cm dismeter
hoses which were connected underground to the fuel
storage tanks. There was one such building for each
POL storage area.

24k, Fuel storsge tanks: Each tank was of concrete
nine meters high with 7.8 meters below the ground
and the remeining 1.2 meters above the surface.
This protrusior was encased in & sloping elrcular
collar of sod and grass. A circular iron door
one meter in dismeter and 20 cms thick was situasted
in the center of the tops of each tank. The doors
were painted green to blend with the sod and grass.
Three such tanks were located in each of the two
areas. The first tank of each storage (identified
the first tank as being those tanks that were
closest to the entry roed) contained Ethyl (gasoline
oo s and the remaining tanks conteined "Kerasin" (kerosene
type fuel). Three tenks contained 200 thousand liters.
The doors contained a small well in which was located
r fixed handle which had to be held and the entire
door turned until 1% was unscrewed. A lock was also
provided to secure the door to the tank when not in

- -

use.

25. Apron: A concrete apron 80 metgre long and 30 meters
wide with the concrete being six ems thick.

26. Hanger: A concrete building 40 to 50 meters long, 20
to 25 meters wide and six to seven meters high with
a flat-top concrete constructed roof. Complete
maintenance was possible. Three planes could be
worked upon simultaneously. Every three or four
weeks & general engine overhaul was accomplished
on each assigned sircraft. -

27. Amnunition storage building: Four one=-story brick

buildings, four meters by five meters by four meters
high with gebled roofs covered with clay tile. Each

CeO=NeF-I~D=E«N-T=I~A-L

Approved For Release 2008/08/04 : CIA-RDP80T00246A000601320001-8



Approved For Release 2008/08/04 : CIA-RDP80T00246A000601320001-8

¢ C~0-N-F=I=D-E=N-T=I=A=L
6w

25X1

"

building housed an unknown quantity of small srms
emmunition (7.62 mm and 7.65 mm), 23 mm, 3Tmmend
signal rockets. A revetment five meters high and
40 ems thick st the base, was constructed around
three sides of each building in a "U" shape. The
opening of the "U" was at the entrance of the
buildings. Entrances of each bullding Pfaced the
road.. ‘

28. Guard shack: A onesgtory brick building two meters
square and three to four meters at the pesk of a wood
gebled roof with composition shingle covering. This
building housed one sentry aend a telephone. A second
sentry was at the gate entrance for this area. Two
sentries covered the area during the night hours and
one was situated in the building during the day.

29. Rosd: A four meter mecadam road extending from
~ perigneter road.

30. Alert hut: A one room, one-story brick building
« eight meters long, six meters wide, four meters

+ high with a flat-top, concrete roof. This bullding

* housed four pilots and eight crew members during
their alert duty. Alert shifts were eight hours
long. Adjacent to this hut was & concrete apron
30 meters long and 20 meters wide which wes connected
to the runway by & six meter conecrete taxiwsy.

31. Runway: Ruaning northesouth, three kilometers long,
80 meters wide. Thickness unknown. Along both -
edges of the runway was a 20 cm drainsge ditch
) length of the runway one meter from the edges of
the runway (eastern and western) red boundary lights
' were positioned five meters spart. Each light was
40 ems in length and 30 ems wide. White taxl lights
of the same dimensions were identically positioned
along the five-meter-wide taxi strips leading to
the runway from s seven meter wide texi strip which
ren in front of the hardstands.

32. Hardstands: A concrete construction with its eircular
dismeter being 20 meters and its rectangular portion
seven meters long and six meters wide. Concrete
thickness of the entire hardstend was six cms. No
revetments. A total of 18. The capacity of each
hardstend was four to five jet aireraft (MIG-15 type).
Aircraft were towed from the hardstand to the end of
the runway by & weapons carrier using a simple nose
vheel tow bar. Behind each hardstand was a "Kapterkas"
of wood construction, five meters wide and 2% meters
high with tarpaper-covered gable roof. The walls were
canvas. The buildings, located six meters behind (west)
of each herdstand, housed engine parts, batteries, tools,

ete. Approximately six people worked out of each
building.

33. Ground support trenches: l-% meter deep, spproximately
40 to 50 centimeters wide running in a zigzag pattern
approximately 30 meters in length. At the southern
end of the trench was a two meter-square two-man

firing position for a machine gun. There were four
“such positions.
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Communications building: A two-story concrete
building 20 meters long, 10 meters wide, 12 meters
high with a flat-top conerete roof. This building
housed the telephone center as well as between
8ix and eight each of radio transmitters and
recelvers. Approximately 38 to 40 people worked
in this building.

Administration building: Same construction and
dimensions as 34. Classified files and technical
data concerning the field and aireraft were stored
here. From 20 to 22 people worked in this

building

Operations bullding: Same construetion and dimensions
as 34 except that there was & tower in the center of
the building 10 meters high and four meters square
with a platform around the upper portion with green=
tinted glass. Antennaes were located on the flet roof
of the tower. A total of 12 people worked in this
tower. This location checked daily during October
1954 by Soviet personnel stationed on the field.

Battery recharging station: Ssme construction and
dimengions as 34. Four people worked at this point.
The facilities could charge six 12-volt batteries
simulteneously.

Bese photo lab: Same dimensions end construction as
35. Six people worked et this point./

- end =
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